Accessing Sun Documentation Online

The docs.sun.com™ web site enables you to access a select group of Sun technical documentation on the Web. You can browse the docs.sun.com archive or search for a specific book title or subject at:

http://docs.sun.com

Ordering Sun Documentation

Fatbrain.com, an Internet professional bookstore, stocks select product documentation from Sun Microsystems, Inc. For a list of documents and how to order them, visit the Sun Documentation Center on Fatbrain.com at:

http://www.fatbrain.com/documentation/sun

Sun Welcomes Your Comments

Sun is interested in improving its documentation and welcomes your comments and suggestions. You can email your comments to Sun at:

docfeedback@sun.com

Please include the part number (806-7042-10) of the document in the subject line of your email.
Installing the Sun Fire Cabinet Extension Brackets

1. Remove the top trim panel from the rear of the Sun Fire™ Cabinet.
   The top trim is attached with two M4 screws. Set these screws aside to avoid confusion with the similar sized 10-32 screws.

2. Remove the kick-panel and the kick-panel brackets.
   The kick-panel snaps off but the kick-panel brackets are attached with two screws each.

3. Remove the rear door hinge bolts and remove the door.
   Set all four 10-32 screws aside.

4. Remove the door catch.
   Set the two 10-32 screws aside.

5. Lightly tighten the side extender screws (eight 10-32 screws per side) and hang the extender brackets on the screws.
   The screws should extend out of the cabinet so that the door can hang easily on them.

6. Install the top extender bracket.
   The top extender bracket attaches down from the top of the cabinet with two screws. Use the two M4 screws saved from Step 1.

7. Secure the side extender screws (eight per side) and install cosmetic plugs.
   The cosmetic plugs are decorative and optional.

8. Secure the rear door hinge bolts to the side extender brackets using four 10-32 screws.

9. Reinstall the door catch to the side extender brackets using two 10-32 screws.

10. Snap the bottom bracket into place.